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Shree Ambica Digvijay Eng. Works

E-mail : ambicadigvijay@yahoo.in
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= Technical Details:
J ® Distance between column :1500 mm
< ® Distance Under Cross rail 1200 mm
® Table Size 11400 mm X 1400 mm
E ® Table Travel 11500 mm
*® Width of T Slot :20mm
oc @ No.of TSlot :6 Nos.
Ll * Distance between T Slot 1182 mm
=T ® Dia of Spindle Nose :150-40
T | ® Cutter Dia. :100 mm to 150 mm
— ® No. of Milling Vertical Head :2 Nos., V -Belt Drive (Apr. 250 RPM)
E # No. of Milling horizontal Head :2 Nos., V -Belt Drive (Apr. 250 RPM)
= Electrical Details :
< ® Head drive Motor :3 HP 960 RPM
e | ® Table Drive Motor :2 HP 960 RPM With AC Drive
® Head Travels Motor on Cross Slide  : 1 HP 1440 RPM (Flange Motor)
o. ® Side Facing Head Motor :1.5 HP 960 RPM
<
(] Machine Area:
® Area Covered by Machine (LxWxH)  :2500mm X 2200mm X 2200mm
E ® Weight :Approx 3.5 Tonne
(AN Note : We can arrange one extra Vertical Head & Side Facing Head As per your requirement at Extra Cost.
> We can also provide AC Drive on any motor on request at extra Cost.

Due to our constant development specifications are subject to change without prior notice .

Shree Ambica Digvijay Eng. Works
Mfg. of Horizontal Boring, Lathe, Slotting & Special Purpose M/c.
We Undertake Job Work of H. Boring & Planning Machine
Jaybharat Rangshala Compound, Beside Tirupati Estate,

Nr. Potalia Talav, Saraspur, Ahmedabad-380024.

Telefax: 079-22741710 Mobile : 98240 41546, 98242 07054
E-mail : ambicadigyijay@yahoo.in





